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Cone

EasyFit 4'' LED Retrofit Trims

Designed to service the needs of the residential/commercial 
market, the ALL LED Easy Fit retrofit 4” & 5-6” trims are ideal 
for replacing existing incandescent, fluorescent and halogen 
lights with their superior high powered low wattage LED's with 
CRI>90 for true color rendering. 

Available in fixed versions with a recessed baffle or adjustable 
with gimbal feature allowing 355° rotation. The Easy Fit 
installs easily into most standard 4” or 5-6” recessed CANs, 
including IC and NON-IC housings, for both retrofit and new 
construction. These trims use only 10 or 15 Watts of power & 
produce from 650 up to 1000 lumens. Compatible with most 
line voltage dimmers. 

IES files available on the ALL LED USA website.

Description

Type Cone/ 
Baffle

Dimmable Voltage Watts Lumens Color 
Temp

Beam Life (hrs) IP Rated Operating 
Temp

Power 
Factor

Warranty

AL-DL410C/27 Cone Line Voltage 120v AC 10w 650 lm 2700K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90 7 Years

AL-DL410C/30 Cone Line Voltage 120v AC 10w 650 lm 3000K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90 7 Years

AL-DL410C/40 Cone Line Voltage 120v AC 10w 650 lm 4000K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90 7 Years

AL-DL410C/50 Cone Line Voltage 120v AC 10w 650 lm 5000K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90 7 Years

AL-DL410B/27 Baffle Line Voltage 120v AC 10w 650 lm 2700K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90 7 Years

AL-DL410B/30 Baffle Line Voltage 120v AC 10w 650 lm 3000K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90 7 Years

AL-DL410B/40 Baffle Line Voltage 120v AC 10w 650 lm 4000K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90 7 Years

AL-DL410B/50 Baffle Line Voltage 120v AC 10w 650 lm 5000K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90 7 Years

7
YE AR

WARRANTY 

4" (OD) 5.31" Overall Ø

(RD) 2.95" Recess Depth

Dimming

LINE VOLTAGE
DIMMING

AL-DL410C  RANGE

Baffle

4" (OD) 5.31" Overall Ø

(RD) 2.95" Recess Depth

AL-DL410B  RANGE

7
YE AR

WARRANTY 
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EasyFit 4'' LED Retrofit Trims

Type Adjust-
ment

Dimmable Voltage Watts Lumens Color 
Temp

Beam Life (hrs) IP Rated Operating 
Temp

Power 
Factor

AL-G4010/27 Gimble Line Voltage 120v AC 10w 720 lm 2700K 90° 50,000 hrs Damp Location  -4°F - 104°F 0.90

AL-G4010/30 Gimble Line Voltage 120v AC 10w 720 lm 3000K 90° 50,000 hrs Damp Location  -4°F - 104°F 0.90

AL-G4010/40 Gimble Line Voltage 120v AC 10w 720 lm 4000K 90° 50,000 hrs Damp Location  -4°F - 104°F 0.90

AL-G4010/50 Gimble Line Voltage 120v AC 10w 720 lm 5000K 90° 50,000 hrs Damp Location  -4°F - 104°F 0.90

5
YE AR

WARRANTY 

Dimmable on most leading / trailing edge 120V dimmers
Lightweight Aluminum Body
White Bezel
Life time 50,000Hrs
Universal Clips/ Easy Install
5 Year Warranty
IC Rated if used in IC Rated can

Features

Gimble

4" (OD) 5.35" Overall Ø

(RD) 2.959" Recess Depth

Ø5.35"

2.
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Cone Baffle

EasyFit 5-6'' LED Retrofit Trims 7
YE AR

WARRANTY 

Designed to service the needs of the residential/commercial 
market, the ALL LED Easy Fit retrofit 4” & 5-6” trims are ideal 
for replacing existing incandescent, fluorescent and halogen 
lights with their superior high powered low wattage LED's with 
CRI>90 for true color rendering. 

Available in fixed versions with a recessed baffle or adjustable 
with gimbal feature allowing 355° rotation. The Easy Fit 
installs easily into most standard 4” or 5-6” recessed CANs, 
including IC and NON-IC housings, for both retrofit and new 
construction. These trims use only 10 or 15 Watts of power & 
produce from 650 up to 1000 lumens. Compatible with most 
line voltage dimmers. 

IES files available on the ALL LED USA website.

Description

Type Cone/ 
Baffle

Dimmable Voltage Watts Lumens Color 
Temp

Beam Life (hrs) IP Rated Operating 
Temp

Power 
Factor

AL-DL5615C/27 Cone Line Voltage 120v AC 15w 1000 lm 2700K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90

AL-DL5615C/30 Cone Line Voltage 120v AC 15w 1000 lm 3000K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90

AL-DL5615C/40 Cone Line Voltage 120v AC 15w 1000 lm 4000K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90

AL-DL5615C/50 Cone Line Voltage 120v AC 15w 1000 lm 5000K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90

AL-DL5615B/27 Baffle Line Voltage 120v AC 15w 1000 lm 2700K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90

AL-DL5615B/30 Baffle Line Voltage 120v AC 15w 1000 lm 3000K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90

AL-DL5615B/40 Baffle Line Voltage 120v AC 15w 1000 lm 4000K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90

AL-DL5615B/50 Baffle Line Voltage 120v AC 15w 1000 lm 5000K 90° 50,000 hrs Wet Location  -4°F - 104°F 0.90

5-6" 5-6"(OD) 7.47" Overall Ø

(RD) 3.54" Recess Depth

(OD) 7.47" Overall Ø

(RD) 3.54" Recess Depth

Dimming

LINE VOLTAGE
DIMMING

AL-DL5615C  RANGE AL-DL5615B  RANGE

7
YE AR

WARRANTY 
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5
YE AR

WARRANTY 

EasyFit 5-6'' LED Retrofit Trims

Type Adjust-
ment

Dimmable Voltage Watts Lumens Color 
Temp

Beam Life (hrs) IP Rated Operating 
Temp

Power 
Factor

AL-G5615/27 Gimble Line Voltage 120v AC 15w 1000 lm 2700K 90° 50,000 hrs Damp Location  -4°F - 104°F 0.90

AL-G5615/30 Gimble Line Voltage 120v AC 15w 1000 lm 3000K 90° 50,000 hrs Damp Location  -4°F - 104°F 0.90

AL-G5615/40 Gimble Line Voltage 120v AC 15w 1000 lm 4000K 90° 50,000 hrs Damp Location  -4°F - 104°F 0.90

AL-G5615/50 Gimble Line Voltage 120v AC 15w 1000 lm 5000K 90° 50,000 hrs Damp Location  -4°F - 104°F 0.90

Dimmable on most leading / trailing edge 120V dimmers
Lightweight Aluminum Body
White Bezel
Life time 50,000Hrs
Universal Clips/ Easy Install
5 Year Warranty
IC Rated if used in IC Rated can

Features

Gimble

(OD) 7.47" Overall Ø
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WARRANTY 

Type Surface Dimmable Voltage Watts Lumens Color 
Temp

Beam Life (hrs) Finish Power 
Factor

AL-SMDLA56/27 Surface Line Voltage 120V 15W 950lm 2700K 110° 40,000hrs White 0.9

AL-SMDLA56/30 Surface Line Voltage 120V 15W 1045lm 3000K 110° 40,000hrs White 0.9

AL-SMDLA56/40 Surface Line Voltage 120V 15W 1045lm 4000K 110° 40,000hrs White 0.9

Surface
AR-SMDLA56  RANGE

5-6"
(OD) 7.27" Overall Ø

(H) 1.3" Height

(CO)   3.97" Cutout Ø

RD

OD

CO

Designed to service the needs of the residential/commercial 
market, the ALL-LED Easyfit Plus surface mount retrofit 5-6” 
trim is ideal for replacing existing incandescent, fluorescent and 
halogen lights with their superior high powered low wattage 
LEDs with CRI>90 for true color rendering. The Easyfit Plus 
installs easily into most Junction Boxes and 5-6” recessed 
CANs, including IC and NON-IC housings offering great 
versatility between different project requirements. Compatible 
with most line voltage dimmers.

IES files available on the ALL LED USA website.

Description

Fits most Junction boxes and 5- 6’’ CANS
Light aluminum body with ventilation slot for superior heat 
dissipation
Easy installation - E26 socket & quick connector
120V inline voltage dimmable
Power factor >0.9
IC rated (when used with an IC rated CAN)
Compression springs provided within the pack
High Color Rendering of CRI>90
Suitable for use in Wet locations
Energy Star accredited
Title 24 High Energy compliance for California
(L70) at 40,000 hour lifetime
5 year warranty

Features

Side Profile

CL DIMMING 
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Compliance & Approvals

J BOX & CAN KIT INCLUDED 

USA Sales

ALL-LED USA LLC 12035 34th St N, Suite 2, 
St Petersburg, FL 33716

Tel: 727 524 4270 
Fax: 727 290 3914 
Email: sales@all-ledusa.com

Warranty:

For full warranty information please visit: 
Website: www.all-ledusa.com
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